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Unbedenklichkeitserklärung Gefahrgut 
 

RPower Batterien (verschlossene Bleiakkumulatoren) sind auslaufsicher und nach den einschlägigen Bestimmungen  

(z.B. Gefahrengutverordnung Straße, Eisenbahn, Seefracht und Lufttransport) 

als „kein deklarierungspflichtiger Gefahrguttransport“ eingestuft, solange diese Batterien gegen Rutschen, Umfallen, 

Beschädigungen und Kurzschluss gesichert sind und in keiner Weise mechanische Schäden aufweisen 

(ADR Kapitel 3.3, Sondervorschrift 598). 

 

Die wartungsfreien RPower Gitter-Vlies-Batterien (AGM-Technologie) der Baureihen 

 GiV HP/VP/V, VDS, OGiV HP, OGiV, OGiV FT, OGiV 2V 

 

stellen unter Einhaltung der folgenden Vorschriften 

 

 ADR, Regel 238b 

 IMDG, Regel 238.2 

 IATA, Regel A67 

 UN 2800 Sondervorschriften 238, 295 und 598 

 

kein Gefahrgut für jeglichen Transport dar. 

 

 

 

Declaration of non-objection for danger property 
 

RPower VRLA batteries (sealed lead-acid batteries) are non-spillable and classified to the appropriate regulations  

(f.e. regulation for transportation of dangerous goods on the street, by railroad, sea freight and air transport) as a  

„no transport as dangerous goods“, as long as these batteries are protected against slipping, falling down, damages 

and short circuit and also do not show mechanical damages. 

(ADR chapter 3.3, Special Provision 598). 

 

The maintenance-free RPower lead-acid batteries (AGM technology) of the series 

 GiV HP/VP/V, VDS, OGiV HP, OGiV, OGiV FT, OGiV 2V 

 

provide in compliance with the following requirements 

 

 ADR, rule 238b 

 IMDG, rule 238.2 

 IATA, rule A67 

 UN 2800 Special Provision 238, 295 and 598 

  

no dangerous goods for any transport. 
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