
Art.-Nr: YMOCA-SAL-1032 
Salvador 1032 
Kann bis zu 32 DALI-Treiberadressen verwalten

Die Salvador 1000 Serie integriert DALI-verdrahtete Geräte perfekt in das 
Casambi-System. Nach der Integration erscheinen DALI-Geräte als virtuelle 
Geräte im Casambi-Netzwerk.

Dieses Produkt unterstützt Industriestandards wie DALI D4i, DALI DT6 und DALI 
DT8. 

Beim Design von Beleuchtungssteuersystemen muss beachtet werden, dass 
DALI-Steuerungen wie Schalter und Sensoren nicht mit den Produkten der 
Salvador 1000 Serie verbunden werden dürfen.

Für den Betrieb der Salvador 1000 Serie ist eine externe Stromversorgung für den 
DALI-Bus erforderlich.

TECHNICAL DATA

Dimensions

Product dimensions Length 40,4 mm

Product dimensions Width 36,3 mm

Product dimensions Height 14 mm

Product weight 15 g

Packaging dimensions

Packaging dimensions Length 170 mm

Packaging dimensions Width 110 mm

Packaging dimensions Height 20 mm

Weight incl. packaging 50 g

Color

Color white

Storage temperature range

Storage temperature range (Min) -20 °C

Storage temperature range (Max) +75 °C

Housing temperature

Ambient temperature (Max) +65 °C

More information
www.rp-group.com/en/item/YMOCA-
SAL-1032

https://rp-group.com/en/item/YMOCA-SAL-1032


Temperatures

Ambient temperature (Min) -20 °C

Ambient temperature (Max) +55 °C

CASAMBI Products

External power supply unit DALI Power Supply

Consumption in standby mode 0,2 W

Communication type CASAMBI, DALI 1, DALI 2, Bluetooth

Frequency band 2,403 - 2,479 GHz

Max. transmission power +8 dBm

DALI bus supply External

DALI bus voltage 9,5 - 22,5 VDC

DALI output current max. 250 mA

Number of DALI addresses 32 pcs.

CASAMBI Repeater Yes

Certifications CE

As of: 23.01.2025 - Subject to technical changes and errors.


