
Art.-Nr: YMOCA-T-EVO-DESIGN 
Panel T EVO DESIGN 
Room control device with Casambi wireless interface for 
intuitive control of lighting, climate

Room control device with Casambi wireless interface for intuitive lighting control 
of Casambi ecosystem participants, with up to three integrated sensors for 
detecting room temperature, humidity, and CO2. Scenes can be activated, colors 
selected, or lights switched via a 4.8” touchscreen. The simple configuration via 
the Casambi app allows for device-specific settings or the configuration of 
scenes and lighting functions with Casambi wireless.

DANE TECHNICZNE

Wymiary

Długość produktu 146 mm

Szerokość produktu 90 mm

Wysokość produkttu 20 mm

Wymiary opakowania

Wymiary opakowania długość 170 mm

Wymiary opakowania szerokość 110 mm

Wymiary opakowania wysokość 45 mm

Materiał obudowy

Materiał obudowy Aluminium, Szkło

Temperatury

Temperatura otoczenia (min.) 0 °C

Temperatura otoczenia (max.) +50 °C

Produkt CASAMBI

Zewnętrzny zasilacz Yes

Typ komunikacji Bluetooth, CASAMBI

Zakres częstotliwości 2,403 - 2,479 GHz

Max. moc transmisji +8 dBm

BMS Optional Modbus, BACnet, KNX (TP)

Więcej informacji
www.rp-group.com/pl/item/YMOCA-T-EVO-
DESIGN

https://rp-group.com/pl/item/YMOCA-T-EVO-DESIGN


Repeatery CASAMBI Tak

Certyfikaty CE

Połączenie CASAMBI

Montaż Ścienna

Przekrój przyłącza 1,5 mm²
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